
Available Sizes
Copper Sizes (OD) Insulation Sizes Lengths Available

 1/4 10

 5/16

 1/2

 3/4

  1

15

 3/8 20

 1/2 25

 5/8 30

 3/4 35

 3/8

 1 1/8

40

45
50

Customer Driven|  The Responsible Choice

For more information
Phone 610.926.4141 
Toll-free 800.926.5588
Fax 800.255.7317
Email CLsales@camlee.com
86 Tube Dr.  
Reading, PA 19605

www.camlee.com

Founded in 1942, 
Cambridge-Lee Industries 
LLC is the copper-focused 
manufacturer and distributor 
for the Plumbing, HVAC, 
Construction, Industrial, and 
OEM markets.

We pride ourselves on being 
the easiest company to work 
with and the best company to 
work for. Our employees are 
customer-driven, providing 
extraordinary service, working 
with you to solve your 
problems, and offering new 
value-add products, services 
and customized options.

Made in USA

Additional Features:
• Insulation comes with additional 5-year limited warranty 
• Protection against thermal losses, condensation and moisture ingress 
• Durable outer jacket resists damage due to sunlight, line trimmers 
   and other outdoor hazards 
• Meets IECC code requirements for outdoor installation 
• Meets code requirements for installation in plenums 
• Meets California Building Energy Efficiency Standards Title 24 

We have a solution for every freight challenge

PRE-INSULATED - STANDARD AND MINI-SPLIT POLYMERIC BLACK LINESETS

Product  
Specifications

 Linesets are copper 
tubing lines used to 

connect split systems 
air conditioners and 

heat pumps.
Installation is 

quick, efficient 
and economical.

Factory assembly 
of Linesets assures 

Quality & Consistency.

Cambridge-Lee is proud to offer you our new line of black UV flexible foam insulation linesets specifically 
designed for lineset, HVAC, mechanical and plumbing lines in commercial and residential buildings. It 
consists of an insulation core with a flexible, factory applied polymeric protective covering designed 
to prevent damage to the insulation from sunlight, installation and physical abuse. The material is a 
moisture-resistant and UV-resistant product with a durable flexible jacket specially designed for lineset 
applications. This tougher new coating can take the abuse of challenging installations and stands up to 
extreme elements like UV, heat and cold making it a great choice for outdoor installations- 

•  Linesets and Mini-Splits are produced in accordance with ASTM B280 & ASTM B1003

•  Flame spread Index is rated 25/20 Plenum rated to ASTM E84, UL723, CAN ULC S102.2

•  Thermal Conductivity    ASTM C 177 or C 518

• Water Vapor Permeability  ASTM E 96

• Water Absorption  ASTM C 1763

• UV Weather Resistance   ASTM G154 tested to 5000 hours

Polymeric UV Tear-Resistant Insulated Linesets Thermal Insulated With No Seams


